Superpipelined Reconfigurable Hardware for DSP

Mitchell J. Myjak and José G. Delgado-Frias
School of FElectrical Engineering and Computer Science
Washington State University
Pullman, Washington 99164-2752 USA
Email: {mmyjak, jdelgado} @eecs.wsu.edu

Abstract— Reconfigurable hardware offers a number of ad-
vantages over custom integrated circuits, including low devel-
opment cost, high flexibility, and high adaptability to changing
requirements. However, this alternative does incur some reduc-
tion in performance, especially for computationally intensive
tasks such as digital signal processing. Recent developments
in both research and industry have aimed to reduce this gap.
This paper introduces a novel reconfigurable architecture that
pipelines computations at the bit level. The architecture includes
a number of features to improve performance, including medium-
grain cells, hierarchical interconnections, and minimal clocking
overhead. Circuit simulations demonstrate that the basic cell runs
at 1.5 GHz in a modest 180-nm technology. At this speed, we
estimate that the device could compute a 256-point Fast Fourier
Transform in 829 ns.

I. INTRODUCTION

Digital systems may use several components to implement
digital signal processing (DSP), ranging from microprocessors
to custom integrated circuits [1]. Application-specific inte-
grated circuits (ASIC) achieve very high performance, but
incur high development costs and only support one operation.
General-purpose microprocessors can execute any software
program, but offer relatively poor performance for DSP. Digital
signal processors achieve better results, but still do not ap-
proach the speed of an ASIC. Finally, reconfigurable hardware
attempts to find some middle ground between the performance
of an ASIC and the flexibility of a microprocessor. This
approach has recently become practical for DSP, due to the
exponentially increasing capabilities of VLSI.

Reconfigurable hardware offers high flexibility and adapt-
ability since designers can change the circuit configuration at
any time, even after deployment. The field-programmable gate
array (FPGA) is the archetypal example of this category. These
devices contain an array of fine-grain cells and programmable
interconnections. However, mapping a multiplier directly onto
the array produces a complex structure that achieves poor
performance. For this reason, many FPGAs embed dedicated
multipliers within the reconfigurable fabric.

Extending this idea, researchers have proposed new recon-
figurable architectures in which each cell performs 16-bit or
32-bit operations [2]. For example, the RaPiD architecture
contains a linear array of 16-bit cells [3]. The KressArray
family features a matrix of 32-bit processing units with a
hierarchical interconnection structure [4]. The Pleiades ar-
chitecture combines a microprocessor with a heterogeneous
set of components, such as ALUs, memory modules, and an
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embedded FPGA [5]. The MONTIUM architecture integrates
a microprocessor with an FPGA and an array of coarse-
grain cells, each containing several 16-bit ALUs [6]. These
coarse-grain architectures achieve higher performance, but
their functionality typically is limited to a set of basic functions
such as multiplication and addition.

Another way to improve the performance of reconfigurable
hardware is to pipeline the datapath. This approach works
well for DSP, since many algorithms apply a series of stan-
dard operations across a large data set. However, traditional
reconfigurable devices only support pipelining to a limited
extent. The interconnection network typically does not pipeline
data transfer between cells, although these latencies form the
main source of delay in such devices. Including pipeline reg-
isters would create problems with synchronization, since the
distance between communicating cells cannot be completely
determined prior to the mapping process.

In this paper, we introduce a novel reconfigurable architec-
ture that employs pipelining at the bit level. This architecture
includes a number of features to address the issues mentioned
above. As described in Section II, an array of medium-
grain cells accelerates DSP computations without sacrificing
flexibility. A hierarchical interconnection network, presented
in Section III, equalizes the communication delay between
modules on the device. Section IV presents the circuit design
of the cell and gives some initial simulations that demonstrate
its performance. Finally, Section V summarizes the paper.

II. CELL ARCHITECTURE

In previous research, we have developed a novel two-level
architecture in which each cell contains a 4x4 matrix of
processing elements [7], [8]. Each element is simply a 4-input,
2-bit lookup table. The matrix of elements can assume two
structures. In mathematics mode, the lookup tables specify
an arithmetic function such as multiplication or addition. In
memory mode, the lookup tables behave as random-access
memory. Having only two possible structures significantly
reduces the complexity of the cell.

The proposed superpipelined architecture modifies this de-
sign by adding pipeline registers between each element. Fig. 1
depicts the matrix of elements in mathematics mode. The
numbers denote the order of evaluation. Inputs as.o and bs.g
propagate through the entire structure, whereas inputs cs.g
and ds.o only drive the first row. The cell uses extra pipeline
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Fig. 1. Matrix of elements in mathematics mode.
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Fig. 2. Matrix of elements in memory mode.

registers to align the outputs y3.0 and zs.g. The total latency
through the matrix of elements is 7 clock cycles.

The overall structure of mathematics mode closely resem-
bles a carry-save multiplier [9]. In fact, the cell can perform
the powerful multiply-accumulate function

za:0y3:0 = (as:0 X ba.o) + 3.0 + dao.

This capability is useful for creating larger multipliers [10].
The flexibility of the lookup tables allows cells to work with
both unsigned and two’s-complement data. Cells can also
compute addition (or subtraction) by configuring the lookup
tables to assume that b is 1 (or —1). Other configurations allow
cells to perform bit shifting and combinational logic functions.

Fig. 2 gives a conceptual diagram of memory mode. Collec-
tively, the matrix of elements implements a 128 x4-bit random-
access memory with separate read and write ports. Pairs of
two elements contribute a 16x4-bit portion to the total. For
the read port, the cell passes the read address ras.q to each
element, and uses the read enable res.q to select one pair of
elements. (Since there are only eight choices, bit res functions
as a global read enable.) The selected elements output data
onto dos.g. The write port operates in a similar manner, except
that the value of dis.q is written to the selected elements.

In memory mode, the matrix of elements retains the same
pipelining scheme as mathematics mode. In other words,
elements perform the read and write operations in the order
shown in Fig. 1. This design allows some of the internal lines
to be reused, simplifying the datapath.

4

Fig. 3. Local network.

III. INTERCONNECTION NETWORK

DSP algorithms can be subdivided into discrete modules,
such as multipliers, adders, and memory units. In a medium-
grain architecture, each module maps onto a block of cells.
Cells within a module exchange inputs and outputs with their
immediate neighbors. In contrast, communication between
modules occurs in word-length units.

We previously proposed a dual interconnection network
that optimizes communication both within and between mod-
ules [11]. A local mesh of 4-bit busses connects neighboring
cells, while a global H-tree connects modules on the device.
For the superpipelined architecture, we have modified this
design to achieve high data throughput.

Fig. 3 depicts the local network. A mesh of 4-bit busses
running horizontally, vertically, and diagonally allows each
cell to exchange data with its neighbors. Pipeline registers
are placed on all the busses to match the clock rate of the
matrix of elements. The cell contains two crossbar switches
to connect the inputs and outputs of the elements with the
local network, as well as the global network described next.

The global network resembles an H-tree, as shown in Fig. 4.
Each level of the tree contains four input busses and four
output busses. The number of bits per bus starts at 4 bits
and doubles at every level. (To save area, one could limit the
bandwidth to a predetermined value.) Like the local mesh,
each level of the tree contains a pipeline register. Simulations
demonstrate that the latency of the global network does not
limit the clock rate of the system.

This interconnection structure has several advantages. First,
the switches in the upper layers of the H-tree can manipulate
data in larger units than 4 bits, resulting in substantially
lower configuration overhead. In addition, the outputs of a
module can be collected onto a single bus and routed to the
inputs of another module. All portions of the data incur the
same latency over the H-tree. Finally, the local network is
completely separate from the global network, simplifying the
mapping process.

IV. CIRCUIT DESIGN

The most critical portion of the superpipelined reconfig-
urable architecture is the basic element. Even though this
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Datapath of reconfigurable element.

component is essentially a lookup table, it must perform read
and write operations at the maximum clock speed. This section
summarizes the circuit design of the element and gives some
initial simulations that validate its performance.

Fig. 5 illustrates the datapath of one element in the cell. At
the center of the diagram is a familiar SRAM latch. Elements
contain 32 of these latches, organizes into a 4 x4 x2-bit array.
Observe that the latch has dedicated input and output sides.
All data lines are differential to improve performance.

For a read operation, the element decodes the read address to
generate the read row signal v and the read column signal rc.
The row depends on the lower two bits, and the column on the
upper two bits. The signals drive a series of tri-state buffers
that connect one latch to the output. These buffers improve
the speed and isolate the data lines from undesired feedback.
In mathematics mode, the output is passed on to the next
elements in the subsequent pipeline stage. In memory mode,
the output runs through some additional logic that controls
which elements specify the final output.

¥
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Fig. 6. Pipeline latch used in cell.
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Fig. 7. Execution of two successive operations.

For a write operation, the element now decodes the write
address to generate the write row signal wr and the write
column signal we. The element first gates the input data by
the global write enable signal we. Each column then gates
these outputs with the we signal. If either test failed, the
data lines running to the latches will be set to 00, disabling
write operations. Otherwise, the wr signal enables one latch
for writing. The n-transistors drives one side of the latch to
ground, overwriting the stored value. This operation completes
within the same time frame allotted for read operations. If a
read and write occur to the same latch simultaneously, the
element relies on propagation delays to prevent ambiguities.

One common problem with superpipelining is the large load
capacitance driven by the clock line. The pipeline latches
used in the cell aim to minimize this load without sacrificing
performance. As shown in Fig. 6, a differential clock signal
drives four minimum-size n-transistors for each pair of differ-
ential data lines. A combination of cross-coupled p-transistors
and clocked n-transistors provides feedback to improve noise
margins. To reduce the clock load further, the cell only uses
one pipeline latch (rather than a master-slave combination)
between successive elements, relying on propagation delays
to separate adjacent cycles.

The pipelining scheme also allows the cell to optimize com-
putations. Recall from Section II that the matrix of elements is
divided into seven pipeline stages. However, the cell adds one
half-cycle to the beginning to perform buffering, and one half-
cycle to the end to finalize computations. The latency through
the matrix of elements is then eight clock cycles. Fig. 7 depicts
the execution of two successive operations.

To analyze the performance of the new architecture, we have
implemented the cell in 180-nm technology. Fig. 8§ contains
an initial circuit simulation of one element. The clock signal
ck is driven at 1.5 GHz. The solid lines in the simulation
depict the data output of the element as the read address
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Fig. 8. Simulation of cell in 180-nm technology.
TABLE I
EXECUTION TIME OF 256-POINT FFT

Device Technology  Cycles  Frequency Time
Analog ADSP-BF533 2324 750 MHz 3100 ns
TI TMS320C64 90 nm 1243 1000 MHz 1240 ns
Xilinx Virtex-4 90 nm 256 333 MHz 770 ns
Superpipelined 180 nm 1244 1500 MHz 829 ns

changes. Notice how the propagation delay varies. Since the
next element samples the data when ck is high, these variations
do not affect the result.

We have mapped several common benchmarks onto the
array of cells to compare the architecture with other DSP
hardware. As one example, we estimate that a 16-bit, 256-
point Fast Fourier Transform (FFT) requires 1244 cycles. This
implementation uses a radix-4 algorithm with four execution
stages. Each stage consumes 248 cycles to fill the pipeline
with the first results, and 63 cycles to compute the remaining
results. Most of this initial latency (180 cycles) comes from
the cells; the remainder (68 cycles) comes from the global
network. However, the high clock rate of the superpipelined
architecture makes up for the initial latency.

Table I compares the execution time at 1.5 GHz with the
reported results for several digital signal processors and recon-
figurable devices. The superpipelined architecture rivals the
performance of other DSP hardware, even with the relatively
modest technology. Increasing the sample size improves the
performance. For example, we estimate that a 1024-point
FFT requires 2555 cycles, or 1703 ns, compared to 3075 ns
for the Xilinx Virtex-4. Processing multiple data streams
simultaneously would incur similar benefits.

The superpipelined cell may not be best for applications
that emphasize low power over performance. The worst-case
energy consumption of one operation is 60.6 pJ, of which
43.0 pI are consumed by the pipeline latches and clock buffers.
These components require about 43% of the transistors in the
cell. The architecture can employ several techniques to reduce
power, such as turning off unused cells and employing local
oscillators to generate the clock signals for each cell.

V. CONCLUSION

In this paper, we have presented a novel reconfigurable
architecture that uses superpipelining to accelerate DSP. The

architecture includes a number of innovative features. A two-
level array of medium-grain cells and fine-grain elements
combines processing power and flexibility. A dual interconnec-
tion network optimizes data transfer both within and between
modules on the device. The global network is tailored for
routing word-length data lines rather than single bits. The
circuit design of the cell aims to minimize the load presented
to the clock drivers. Simulations show that the cell can operate
at 1.5 GHz in 180-nm technology. Even in this relatively
modest technology, the estimated execution time of one DSP
benchmark rivals that of the most powerful reconfigurable
hardware today.
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